
IP66

E2S A112 SOUNDE & AL112 COMBO
The robust A112 & AL112 is ideal for all general signalling applications 
including fire, security and process control. The E2S range of sounder 
and combination units have been designed to perform at maximum 
capacity for as long as required. The sound output can be decreased 
by means of a volume control. Standard colour is red, but these units 
are also available in grey and white.

SPECIFICATIONS

VOLTAGE 10-30VDC | 24VAC | 110VAC | 220VAC

DUTY CYCLE Continuous Rated

SOUND OUTPUT 119dB(A) at 1m

SOUND FREQUENCY 340/2400Hz (Depend on tone selection)

SOUND SELECT 45 User selectable tones with a 3 stage alarm option

APP. RANGE 800m In still air on open field

CURRENT CONSUMPTION 10-30VDC - 200mA | 24VAC - 500mA | 110VAC - 100mA | 
220VAC - 60mA

CURRENT CONSUMPTION 
COMBO

10-30VDC - 700mA | 24VAC - 450mA | 110VAC - 170mA | 
220VAC - 95mA

LENS COLOUR Red, Amber, Green, Blue

P RATING IP 66 Sounder / IP 56 Combo

WEIGHT 2.1kg Sounder / 2.3kg Sounder

PACKING DIMENSIONS 200x200x160mm Sounder / 200x160x260mm Combo

E2S SOUNDERS, BEACONS & COMBINATION UNITS

83

ECY8A01
ECY8R01
ECY8B01
ECY8G01

10-30VDC ECY8A02
ECY8R02
ECY8B02
ECY8G02

24VAC ECY8A03
ECY8R03
ECY8B03
ECY8G03

24VAC/DC ECY8A04
ECY8R04
ECY8B04
ECY8G04

110VAC

ECY8A05
ECY8R05
ECY8B05
ECY8G05

220VAC ESY8024 10-30VDC
SOUNDER

ESY8110 110VAC
SOUNDER

ESY8220 220VAC
SOUNDER

All dimensions in mm

OPTIONAL EXTRAS

COMBINATION UNIT


