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SPECIFICATIONS
VOLTAGE 380VAC(3Φ) | 525VAC(3Φ)

DUTY CYCLE Continuous Rated

SOUND OUTPUT 145dB(A) at 1m

SOUND FREQUENCY 480Hz / 560Hz

APP. RANGE 15 000m in ideal condition (Please refer to dB chart)

MOTOR 7KW motor - 2875rpm

CURRENT CONSUMPTION 380Vac - 5A | 525Vac - 3A

IP RATING IP 55 (IP 65 or IP 56 available on request)

WEIGHT 120kg

PACKING DIMENSIONS 600mm x 650mm x 750mm

NOTES | 

LO
NG

 R
AN

GE
 S

IR
EN

Si
re

nc
o 

15
D

 D
ra

gl
in

eAn outdoor weatherproof industrial 
siren made with a durable 
aluminum body and powerful 
continuous rated electric motor, 
available in 3 phase voltage. The 
very powerful low frequency sound 
output ensures a sound output of 
145dB(A) at 1m. This is our largest 
siren in the Sirenco motorised siren 
range.

A reliable siren with a 5-year 
guarantee*

Typical applications:
This unit is itted with specialized 
bearings and robust mountings to 
handle the harsh conditions present 
on large mining machines and 
dragline excavators.

SHUTTER VALVE

ANTI-ICING UNIT

OPTIONAL EXTRAS

PRODUCT CODES
Code SML155D SML153D

Detail

TECHNICAL DRAWINGS
All dimensions in mm

SIRENCO DRAGLINE 15D


