
18

SPECIFICATIONS
VOLTAGE 12VAC/DC | 24VAC/DC | 110VAC/DC | 220VAC/DC

DUTY CYCLE Continuous Rated

SOUND OUTPUT 123dB(A) at 1m

SOUND FREQUENCY 1600Hz

APP. RANGE 1 000m in ideal conditional (Refer to dB chart)

MOTOR 200W @ 8000rpm

CURRENT CONSUMPTION 12V - 10.6A | 24V - 7.5A | 110V - 1.0A | 220V - 0.7A

IP RATING IP 65

WEIGHT 1.66kg

PACKING DIMENSIONS 150mm x 150mm x 190mm
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Durable cast aluminium siren with 
epoxy-coated body, continuous rated 
motor, and thermal protection. Includes 
two M20 glands for safe installation. 
Based on the original Banshee Mono, on 
the market since 1985.

A reliable siren with a 5 year warranty*

Typical applications: 
Indoor & outdoor signalling, factory 
floors, conveyor belts, pre-start 
warnings, evacuation alarms, and school 
bells.

OPTIONAL

PRODUCT CODES
Code BMMS012 BMMS024 BMMS110 BMMS220

Detail 12Vac/dc 24Vac/dc 110Vac/dc 220Vac/dc

TECHNICAL DRAWINGS
All dimensions in mm

SIRENCO MONO

Finger Guard

School & Factory Timer


