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Battery-powered LED beacon with
magnetic base, supplied with wall
and 12V car chargers. On-board
button toggles flashing, rotating, or
static modes.

Comes with a 2 year warranty*

Typical applications:
Temporary vehicle warning lights,
site safety alerts, and use during
power failures.

BEACONS & LIGHTS C€
Sirenco Battery Beacon

SPECIFICATIONS

VOLTAGE Battery Operated

COLOURS Red; Amber; Blue; Green (Other colours available on request

LIGHT SOURCE OW LED - 40 SMD 360°

FUNCTIONS Rotating at 2Hz (120/Per min) | Flashing at 2Hz (120/Per min)
| Static for static application

PEAK INTENSITY 70 Lux Rotating | 100 Lux Flashing | 70 Lux Static

CHARGING TIME + 3.5 Hours

OPERATING TIME 12 hours

IP RATING IP 65

WEIGHT 1.1Kg

PACKING DIMENSIONS 200mm x 140mm x 140mm
NOTES | Includea a wall and a car charging unit.

PRODUCT CODES

Code SPF(x*)074

* x = A for Amber / B for Bl / G for Green / Rfor R
Detail Batery Operated X ° be or Blue / G for Gree or Red

TECHNICAL DRAWINGS EXTRAS

All dimensions in mm .
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SIRENCO BATTERY BEACON




