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The Ex Flood Light S1 has been engineered 
for the most demanding environments 
such as fiery mines, petrochemical plants, 
and underground coal mines. This robust 
unit features advanced LED technology, 
which allow for an extended lifespan and 
energy efficiency, housed in a durable 
304 stainless steel enclosure with a 
secure M20 cable entry. The LEDs are 
protected by double-layered toughened 
glass plates, ensuring resilience against 
harsh conditions, while its innovative 
screw-on back lid design simplifies cable 
connections. Reliable and efficient, it’s 
the ideal lighting solution for hazardous 
and flameproof applications.

Ex Flood Light S1

SPECIFICATIONS
VOLTAGE 10-30VDC | 220VAC

COLOUR White

LIGHT SOURCE LV: 9 LEDs | HV: 12 Super Bright LEDs

LIGHT INTENSITY 10-30 VDC - 6.5 Lux at 10m | 220VAC - 190 Lux at 5m

CURRENT CONSUMPTION 10-30 VDC - 2.7A | 220 VAC - 0.05A

CLASSIFICATION Ex db I Mb | Ex db IIC T4 Gb | Ex ta IIIC T110°C Da IP65

CERTIFICATION MASC MS/21-2773X   

GAS GROUPS I, IIA, IIB, IIC, IIIA, IIIB, IIIC

IGNITION GROUP T4 - 135°C

IP RATING IP65

WEIGHT 12kg

PACKING DIMENSIONS 270 x 200 x 230mm

OUR PRODUCTS CARRY A  5 YEAR WARRANTY

PRODUCT CODE
BFLF012 = 12-24Vdc
BFLF220 = 220Vac


