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The Banshee Ex LED Beacon S3 is an ideal solution 
for applications in underground and surface 
mining, as well as any area where an explosion-
protected device is necessary. Manufactured from 
high-grade mild steel, the electroplated housing is 
designed for durability, while a clear polycarbonate 
lens protects forty high-bright LEDs, ensuring 
heightened visibility. The beacon offers three 
selectable LED output modes-static, flashing, or 
rotating-allowing users to customize alerts based 
on their needs. Additionally, the unit features three 
M25 gland entries, providing versatile installation 
options while maintaining safety and compliance 
in demanding environments.

PRODUCT CODE
BXVL(*)12
BXVL(*)22 

*Indicates LED Colour: 
A=Amber, B=Blue, R=Red, G=Green, W=White

Ex LED Beacon S3

SPECIFICATIONS
VOLTAGE 12-24 VDC | 110-220 VAC

COLOUR Amber, Red, Blue, Green, White

LIGHT SOURCE 9W LED - 40 SMD 360˚

LIGHT INTENSITY 70 Lux Rotating  |  100 Lux Flashing  |  70 Lux Static

CURRENT CONSUMPTION 12-24 VDC - 0.4A | 110-220 VAC - 0.05A

CLASSIFICATION Ex db op is I Mb (International)
Ex db I Mb (RSA Only)
Ex db IIC T4 Gb (RSA Only) 
Ex tb IIIC 85°C Db IP65 (RSA Only)

CERTIFICATION MASC MS/18-3027X
IECEx ICS 22.0021X | MASC M/23-9007X
CML 24ATEX1191X | CML 24UKEX1198X

GAS GROUPS I, IIA, IIB, IIC, IIIA, IIIB, IIIC

IGNITION GROUP T4 - 135˚C

ZONES 1, 2, 21 & 22

IP RATING IP65  

WEIGHT 4kg

PACKING DIMENSIONS 230 x 160 x 230mm

OUR PRODUCTS CARRY A  5 YEAR WARRANTY
NOTE: The IECEX, ATEX and UKEX  
certification is ONLY Certified for 
Underground Application


