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The Banshee Ex Hour Meter S3 is an 
explosion-proof instrument designed for 
hazardous environments, accurately tracking 
the operational hours of machinery and 
equipment. Suitable for both underground and 
surface applications, it is ideal for use in mining, 
chemical plants, and gas manufacturing and 
processing facilities. Manufactured from 
high-grade mild steel, the unit’s electroplated 
parts ensure resistance to corrosion, 
enhancing durability in challenging conditions. 
Additionally, the hour meter features one M20 
gland entry and one M25 gland entry, providing 
flexible installation options while maintaining 
safety and compliance in critical settings.

PRODUCT CODE
BXHM430

Ex Hour Meter S3

SPECIFICATIONS
VOLTAGE 4-30VAC/DC

DUTY CYCLE Continuous Rated

CURRENT CONSUMPTION 0.25A

CLASSIFICATION Ex db I Mb
Ex db IIB + H2 T4 Gb (RSA Only)

CERTIFICATION MASC MS/18-1794X
IECEx ICS 22.0022X | MASC M/23-9008X
CML 24ATEX1192X | CML 24UKEX1199X

GAS GROUPS 1 & 2

IGNITION GROUP I, IIA, IIB

ZONE CLASS T4 - 135˚C

IP RATING IP54

WEIGHT 6kg

PACKING DIMENSIONS 210x 140x 140mm

OUR PRODUCTS CARRY A  5 YEAR WARRANTY

NOTE: The IECEX, ATEX and UKEX  
certification is ONLY Certified for 
Underground Application


