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The Banshee Ex Pressure Switch S3 is 
designed to monitor and control pressure 
levels within equipment or systems used 
in underground mining applications. It 
ensures the safe operation by activating 
or deactivating based on predefined 
pressure thresholds and preventing 
overpressure situations that could lead to 
hazardous incidents. The unit consists of 
a flameproof enclosure that houses up to 
three Normally Closed (N/C) or Normally 
Open (N/O) switches; the customer can 
select the combination of switches and 
switch positions to ensure the pressure 
switch meets their needs.

Ex Pressure 
Switch S3

SPECIFICATIONS
VOLTAGE 100V

DUTY CYCLE NC or NO (According to customer requirements)

ACTIVATION PRESSURE Customer Specification

CURRENT CONSUMPTION 1A

CLASSIFICATION Ex db I Mb

CERTIFICATION MASC M/23-9011X | IECEx ICS 23.0008X
CML 24ATEX1195X | CML 24UKEX1202X

GAS GROUPS I

IGNITION GROUP 150˚C

ZONE CLASS 1 & 2

IP RATING  IP54

WEIGHT 6.5kg

PACKING DIMENSIONS 230 x 160 x 230mm

PRODUCT CODE
BXPS100 = 1 Switch
BXPS200 = 2 Switch 
BXPS300 = 3 Switch

OUR PRODUCTS CARRY A  5 YEAR WARRANTY


