
26 A member of the KAMA Group - www.kama.co.za

The Banshee Ex Stop Station is designed for safe 
operation of machinery and equipment in 
underground mining applications. Built within a 
durable flameproof enclosure, the unit houses a 
switch mechanism that activates equipment when 
the button is pressed. Available with either a green start 
button or a red stop button, it allows operators to 
select the configuration that best suits their control 
needs. Manufactured from high-grade mild steel 
with electroplated components, it delivers excellent 
corrosion resistance and durability in harsh 
environments. The push button assembly features 
three M25 gland entries for flexible installation while 
maintaining safety and compliance in critical settings.

Ex Stop Station S3

SPECIFICATIONS
RATED VOLTAGE 600VAC/DC

DUTY CYCLE Spring return

CURRENT CONSUMPTION 10A

CLASSIFICATION Ex db I Mb

CERTIFICATION IECEx ICS 22.0021X | MASC M/23-9007X
IECEx ICS 22.0023U | MASC M/23-9009U
CML 24ATEX1191X | CML 24ATEX1193U   
CML 24UKEX1198X | CML 24UKEX1200U

GAS GROUPS I

IGNITION GROUP 150˚C

ZONE CLASS 1 & 2

IP RATING IP54

WEIGHT 5kg

PACKING DIMENSIONS 230 x 160 x 230mm

PRODUCT CODE
BXSA700

OUR PRODUCTS CARRY A  5 YEAR WARRANTY




