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The Banshee Ex Sounder S1 is an 
electronic sounder designed for the most 
hazardous environments, including fiery 
mines and petrochemical plants. Housed 
in a robust 304 stainless steel enclosure, 
this explosionprotected device features 
two M20 cable gland entries and a unique 
screw-on lid, allowing for quick and easy 
cable connections during installation. 
With 32 selectable tones, the sounder 
ensures clear and customizable alerts 
tailored to your safety needs, all while 
being safeguarded by a durable stainless 
steel nose cone.

PRODUCT CODE
BFES024 = 12-24Vdc

BFES220 = 110-220Vac

Ex Sounder S1

SPECIFICATIONS
VOLTAGE 12-24VDC | 110-220VAC

DUTY CYCLE Continuous Rated

SOUND OUTPUT 108dB(A) at 1m

SOUND FREQUENCY 420-3100 Hz (depending on the sound selection)

APP. RANGE 600m in still air on open field

CURRENT CONSUMPTION 4-40 mA (depending on the sound selection)

CLASSIFICATION Ex db [ia] I Mb | Ex db [ia] IIC T6 Gb | Ex tb IIIC T85°C Db IP65

CERTIFICATION MASC S/22-2110X

GAS GROUPS I, IIA, IIB, IIC, IIIA, IIIB, IIIC

IGNITION GROUP T6 - 85°C

IP RATING IP65

WEIGHT 9kg

PACKING DIMENSIONS 270 x 200 x 230mm

OUR PRODUCTS CARRY A  5 YEAR WARRANTY


